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At present five elliptically polarizing undulators (EPU), designed by MAX IV, will be
built to serve several beamlines at the two MAX IV storage rings. The period
length of the EPU’s ranges from 48 to 95mm.

The magnetic gap ranges from 11mm to 200mm with a thickness of 10mm of the
straight section vacuum chamber. The devices come in two lengths: about 2.6m
for the 1.5GeV-ring and about 4.0m for the 3GeV ring with a calculated weight up
to 13t. The height of the electron beam is 1300mm.

The main frame structure of the undulators will be made of nodular cast iron. The
biggest challenge, in terms of mechanical design, is currently to keep the
mechanical deformation of the main girders within acceptable range without
compromising beam quality. All EPU’s will stand on three feet in order to ease
alignment.

EPU 48 assembly, design status September 2014
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The main frame structure of the undulators
will be made of nodular cast iron EN-GJS-
400-18-RT. Based on the calculated forces
at the suspension points of the girders a
frame topology was developed, which
resulted in the final cast frame design. The
weight of the frame is 6105 kg.
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EPU 48/53: main dimensions (drawing by Projekt Konstruktioner AB, Sweden)

The permanent magnets are made of NdFeB. The main magnets are glued
to pairst. A period consists of two glued blocks. The typical remanence of
the permanent magnets is 1.29T at 1464 kA/m coercivity. The end section
follows the ESRF design with 3 end magnets.

Cast frame topology (source: Heidenreich & Harbeck, Germany)
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The allowable deformation of the main
girder is 0.02mm. The frame is designed to
achieve that demand, calculation shows

EPU 48: glued magnet block

Hor. Kick Map [T2.m2]

Hor. Kick Map [T2.m2]

I00CBEOEN

Electron Trajectorias

the maximum deformation is below of X

0.02mm The main girders have 4 _ ) i |

suspension points on the frame and a very ~ ; Ty i) s ch

stiff cross section. According to calculation x - = :jﬁ 1\(;} BN b

the deformation range of the main girders oo e
: ¥ e

Y [m] 4001y v [m] 5 -0.01

at maximum magnet force is at 0.02mm.

X[m]

Correction coils will be assembled as close as possible to the end section
on the girder. Water cooled coils are planned to be used.. A maximum coil
power of 100W is considered sufficient to balance the kick.

Load case 2: max. displacements {mm)

EPU 48/53: frame deformation analysis (source: Heidenreich & Harbeck, Germany)
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Upper girder assembly

EPU 48/53: final cast frame design (source: Heidenreich & Harbeck, Germany)
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